
Throttle valve with float operated, PN 10

ñ äèñêîì çàïîðíûì áåç äîïîëíèòåëüíîãî óïëîòíåíèÿ, èñïîëíåíèå áëèçêîå ê ïëîòíîìó. Ïðèñîåäèíèòåëüíûå 
ðàçìåðû ôëàíöåâ ïî DIN 2501 PN 16 äî DN 150 è DIN 2501 PN 10 c DN 200 (ïî çàïðîñó òàêæå ïî ÃÎÑÒ). 
Çàñëîíêà ïîñòàâëÿåòñÿ â êîìïëåêòå ñ ðû÷àãîì, còåðæíåì ïîïëàâêà è ïîïëàâêîì. Ïîïëàâîê ïðåäíàçíà÷åí äëÿ 
ìîíòàæà â áåçíàïîðíûõ áàêàõ.
Ñòàíäàðòíîå èñïîëíåíèå: çàêðûâàåòñÿ ïðè ïîäü¸ìå ðû÷àãà. Ïî çàïðîñó âîçìîæíî èñïîëíåíèå: îòêðûâàåòñÿ ïðè 
ïîäú¸ìå ðû÷àãà.
Îïîðíûå ñêîëüçÿùèå êðåïëåíèÿ ä.á.ïðåäóñìàòðåííû ïðè ìîíòàæå è íå âõîäÿò â ïîñòàâêó.

Çàñëîíêà äðîññåëèðóþùàÿ ñ ïîïëàâêîâûì ïðèâîäîì, Pó 10

with disc not contacting the valve body, with almost tight shut-off; flange connection acc. to DIN 2501, PN 16 to DN 150, and DIN 2501, PN 10 for DN 200 
and larger; butterfly valve complete with lever, float rod and float. Float suited for installation in atmospheric vessels.
Butterfly valve closes when the liquid level rises. If requested by customer, butterfly valve may be designed so that it opens when the liquid level 
rises. The user shall provide suitable floats and float rods since these items are not included in the scope of equipment to be supplied.
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Êîíñòðóêòèâíûå ðàçìåðû, Kvs è âåñ / Dimensions, Kvs-values and weights

Íîì. ïðîõîä

Êîíñòð.äëèíà

Äëèíà ðû÷àãà

Ïîäü¸ì ïîïëàâêà

Äëèíà ñòåðæíÿ

Ø - ïîïëàâêà

Âûñîòà ïîïëàâêà

Âûíîñ øòàíãè

K   - ÷èñëî, ì³/÷
1)Âåñ ,  ≈ êã

Nominal size

Face-to-face dimension

Lever length

Float lift

Float tube

Float Ø

Float height

Radius

K   -value in m³/h

Weight in kg (ca.)

Äí/DN

L

e

g

f

m

n

X

40

80

300

365

1000

230

230

120

31

10

50

80

350

425

1000

230

230

120

52

11

65

90

350

425

1000

245

245

135

110

13 

80

90

400

425

1000

280

280

135

110

13

100

90

400

485

1000

400

350

180

240

24

125

110

450

545

1300

400

350

200

420

27

150

110

450

545

1300

450

400

215

650

33

200

120

500

605

1600

500

400

240

1300

52

250

130

600

730

1800

500

400

265

2100

60

300

150

600

730

1800

550

400

320

2900

70

350

175

700

850

2000

550

400

325

4000

100

400

200

700

850

2000

550

500

380

5000

125

500

250

900

1100

2000

550

500

400

7800

170
VS

1)

1) ïðè èñïîëíåíèè èç EN-GJL-250 (GG25) / for EN-GJL-250 (GG-25)

Ðàáî÷èå è ïðîáíûå äàâëåíèÿ äëÿ âîäû / Working pressures and test pressures in bar

Äí

DN

40-100

125-250

300-600

40-100

125-250

300-600

40-100

125-250

300-600

10

10

10

10

10

10

10

10

10

Py
PN

ïðîáíîå äàâëåíèå, bar
Water test pressure in bar

15

9

6

15

9

6

15

9

6

max. ðàáî÷åå äàâëåíèå, bar
Max working pressure in bar

120°C

10

6

4

10

6

4

10

6

4

200°C

8

5

6

4

2,5

300°C

6

3,6

2,5

DK 241 / 245

DK 241 / 245

DK 241 / 245

DK 243

DK 243

DK 243

DK 244

DK 244

DK 244

2)

2)
2)

2)

2) 1 bar = 0,1 MPa
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The construction, the measurements and the weights of the described valves represent the current technical standards. We reserve the right to change the technical details and to use 
materials of equivalent and higher quality. We cannot be held responsible for any printing or translation errors that might be found in this catalogue.
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Óêàçàííàÿ àðìàòóðà ñîîòâåòñòâóåò ïî êîíñòðóêöèè, ãàáàðèòàì, âåñó è ïðèìåí¸ííûì ìàòåðèàëàì ñîâðåìåííîìó ñîñòîÿíèþ òåõíèêè è 
â äàëüíåéøåì ìîæåò áûòü èçìåíåíà. Çà âîçìîæíûå îïå÷àòêè èëè îøèáêè ïåðåâîäà ìû îòâåòñòâåííîñòè íå íåñ¸ì.
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